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HIGH PERFORMANCE

CE is not available on High Performance units
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CONVERSIONS

STANDARD MEASUREMENT CONVERSIONS

Wood-Ultrex Double Hung'

Rough Opening to inches
Masonry Opening -1/2"

OM of Frame -1

OM Sash -39/16"
Daylight Opening - 613/16"
Om of Glass -53/4"
OM of Screen -3"
PICTURE / TRANSOM

Masonry Opening -1/2”

OM of Frame -1

OM Sash -39/16"
Daylight Opening - 613/16"
Om of Glass - 53/4"

WIDTH
Metric
- 13 mm
- 25 mm
- 90 mm
- 173 mm
- 146 mm

— 76 mm

- 13 mm
- 25mm
- 90 mm
- 173 mm
- 146 mm

Inches
- 1/4"
-1/2"
(+2) - 13/16"
(+2) - 47116"
(+2)-33/8"
-21/8"

- 1/4"
-1/2"

- 35/16"
- 69/16"
- 51/2"

IMPACT [Z3 MEASUREMENT CONVERSIONS

" Wood-Ultrex Double Hung

Rough Opening to Inches
Glass Size - 515/16"
PICTURE / TRANSOM

Glass Size - 515/16"

2015-04-27

WIDTH
Metric

- 151 mm

- 151 mm

3.23

Inches
(+2)-39/16"

-511/18"

HEIGHT
Metric
- 6mm
=13 mm
(+2) - 30 mm
(+2) - 113 mm
(+2) - 88 mm

- 54 mm

- 6 mm

- 13 mm
- 84 mm
- 167 mm
-~ 140 mm

HEIGHT
Metric
(+ 2) - 90 mm

(+2) - 144 mm
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DIVIDED LITE OPTIONS Not to Scale

DIVIDED LITE OPTIONS
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Simulated Divided Lite Simulated Divided Lite  Aluminum Grille Between Wood Removable Grill
w/Spacer Bar Glass
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* Optional 6 lite Prairie cut for GBG or SDL.

NOTE: Direct Glaze Round Top with Wood Grilles, GBG, or SDL will only align with the default lite cut of the unit it is intended to be
mulled with.

NOTE: GBG and SDL with spacer bars are not available on Impact IZ3 units

NOTE: 4" (102) DLO lite cut minimum for 7/8" (22)pattern
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